SPECSIFICATIONS

FREQUENCY RANGE: 0.5–32 MHz
FREQUENCY SENSITIVITY: ±0.30dB
INSERTION LOSS: 0.20dB Max.
DIRECTIVITY: 25dB Min.
VSWR PRIME LINE: 1.10:1 Max.
POWER: 3,000 Watts

HIGH POWER DUAL DIRECTIONAL COUPLER
HDL-18-40

MCLI COMMUNICATIONS LABORATORIES INC.
3700 N. 38TH STREET, SUITE C
FORT MYERS, FL 33905
TEL: (239) 461-3355 FAX: (239) 461-3356
http://www.mcli.com

DRAWING TITLE
MCLI

DATE: 03-27-1999
APPROVED: T. Nguyen

HIGH POWER DUAL DIRECTIONAL COUPLER
HDL-18-40

SPECSIFICATIONS

FREQUENCY RANGE: 0.5–32 MHz
FREQUENCY SENSITIVITY: ±0.30dB
INSERTION LOSS: 0.20dB Max.
DIRECTIVITY: 25dB Min.
VSWR PRIME LINE: 1.10:1 Max.
POWER: 3,000 Watts

UNLESS OTHERWISE SPECIFIED, TOLERANCES ARE AS INCHES OR [MILLIMETERS]
FUNCTIONS OF ± .001 INCHES OR ± .0001 MILLIMETERS
EIGHT DECIMALS ARE SHOWN.

DO NOT SCALE THE DRAWING

DOE2L5 C N/A 81249