STRIPLINE POWER DIVIDER
Device Type: 5 Way  Model Number: PS5-5

Marker: 3950.00 MHz, -8.61 dB

Insertion Loss

1800 MHz

4200 MHz

Tested by:

Microwave Communications Laboratories, Inc.  7255 30th AVE N, St Petersburg, FL 33710  Phone: (727) 344-6254  Fax: (727) 381-6116
www.mcli.com
STRIPLINE POWER DIVIDER
Device Type: 5 Way  Model Number: PS5-5

Marker: 4100.00 MHz, -20.06 dB

Isolation

1800 MHz - 4200 MHz

Tested by:

Microwave Communications Laboratories, Inc.  7255 30th AVE N., St Petersburg, FL 33710  Phone: (727) 344-6254  Fax: (727) 381-6116
www.mcli.com
STRIPLINE POWER DIVIDER
Device Type: 5 Way  Model Number: PS5-5

Marker: 4050.00 MHz, -15.52 dB

Input Return Loss

1800 MHz

4200 MHz

Microwave Communications Laboratories, Inc.  7255 30th AVE N., St Petersburg, FL 33710  Phone: (727) 344-6254  Fax: (727) 381-6116
www.mcli.com
STRIP LINE POWER DIVIDER
Device Type: 5 Way Model Number: PS5-5

Marker: 2100.00 MHz, -20.38 dB

Output Return Loss

1800 MHz

4200 MHz
STRIP LINE POWER DIVIDER
Device Type: 5 Way Model Number: PS5-5

Marker: 2150.00 MHz, +0.92 dB

1800 MHz

Amplitude Balance

4200 MHz
STRIPLINE POWER DIVIDER
Device Type: 5 Way  Model Number: PS5-5

Marker: 4150.00 MHz, +17.49 Deg's

Phase Balance