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SPECIFICATIONS
Frequency Range: 0.5—40 GHz MATERIL: ylzcg;ovéa_vrﬁ g\%‘”ﬁ"'&ﬁ"ﬁ EIL'eEgBRGL%RIEFSL I;l‘%w Sous N/A
Input/Output Port VSWR: 1.70:1 Max. TEL: (727) 3446354 FAX: (727) 381-6116 SHEET:
Coupled Port VSWR: 1.80:1 Max. hhtp:// WW.MCLL.COM N/A
Insertion Loss: 2.6dB Max. UNLESS OTHERWISE SPECIFIED: | PRAWING TTLE:
Directivity: 11dB Min. " (|NmEs)Tgm55mLqurﬂis DIRECTIONAL COUPLER
Frequency Flatness: +1.5dB Max. FRACTIONS: + 1/64
Coupling: 16+1.0dB Max. DECIMALS: .01 +.005 [PART No.
CW Power: 20W Max. Peak 3kW Max. — - ANGLE: $1/2 CB111=16
Operating Temperature: —35°C to +75°C Paiboon Luekhamhan 01-25-2018
CAGE CODE: [SiZE: N/A |ﬁv: 8 TOWG No.
APPROVED: DATE:
T. Nguyen 01-25-2018 0D2L5 DO NOT SCALE THE DRAWING 86715
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