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SPECIFICATIONS

Frequency Range: 6—20GHz
Coupling: 30+1.0dB
Frequency Sensitivity: +0.4dB
Insertion Loss Maximum.
Excluding Coupler Power: 0.40dB
0.50dB
16dB Min.
1.35:1 Max.
20w, 10W, 3kw

True:
Directivity:
VSWR:

Power Incident, Reflected, Peak:

REVISIONS
ZONE REV DESCRIPTION DATE APPROVED
—1.250 [31.75]—+
| :
I
t;%:ﬁ |
I F T F
I IT I 1
¥e:Y ! .620 [15.75]
T T .310 [7.87] @
L TYP 0O l
=
1%,
‘f’o .500 [12.70]
. 00&
O,
)&\S‘
—| .880 [22.35] |~ ’05:9
MATERIAL: SCALE:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
727) 344—5254 FAX: (727) 381-6116 ’;:r:
hhtp /wwwmcu N/A
UNLESS OTHERWISE SPECIFIED; |PRAWING TIm.E:
TOLERANCES
IN (NCHES) OR [mm] MILLIMETERS, DIRECTIONAL COUPLER
FRACTIONS: £ 1/64
DECIMALS i/ 03 1,015 [PART NO.
ANGLE: +1/2
SR oA R O CB130-30
[THE INFORMATION N THES DRAVING 1S PROPRETARY
Paiboon Luekhamhan 09-30-2015 %‘H%Wﬁ“
- : - DRRRES B (W) CAGE CODE: [SIZE: REV: A TDWG NO.
T Nauyen w025 | By £} 0D2L5 DO NOT SCALE THE DRAWING 86590




