REVISIONS
ZONE |REV | DESCRIPTION Date APPROVED
2.900 [73.66] .375 [9.53] .400 [10.16]
.250 [6.35] 2.400 [60.96] .200 [5.08] TYP
TERMINATION
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.420 [10.67] —20dB
TYP M
f INPUT OUTPUT - ‘
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.100 [2.54] TYP—I
3X SMA FEMALE
le—.950 [24.13]—=t=—1.000 [25.40] 2X ©.125 [93.18] THRU
SPECIFICATIONS
Frequency Range: 0.5-6.0 GHz
Coupling: 20+1.0dB

Frequency Sensitivity: +0.75dB
Insertion Loss Maximum.

0.40dB
0.90dB
14dB Min.
VSWR Maximum.
1.40:1
1.40:1

20w, 5W
3kW

Excluding Coupler Power:
True:
Directivity:

Primary Line:
Secondary Line:
Incident, Relected Power:

Peak Power:

MATERIAL: SCALE:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
MCLI TEL: (727) 344—-6254 FAX: (727) 381-6116 SHEET:
hhtp:  MCLL.COM N/A
UNLESS OTHERWISE SPECIIED: _|DRAING ThiE:
TOLERANCES
N (NCHES) OR [mm] (MLLWETERS DIRECTIONAL COUPLER
FRACTIONS: + 1/64
DECMALS: £.01 £.005 [FART Wo:
ANGLE: 212
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