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(2) M3X4 DP
BOTH SIDES

SPECIFICATIONS:

Frequency Range:
Isolation:

Insertion loss:

VSWR:

Operating Temperature:
Circulator

Average:

Peak:

2.6-5.2 GHz
18dB Min.
0.50dB Max.
1.35:1 Max.
0'C to +55C
Power:

25 Watts
250 Watts
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REVISIONS
ZONE REV DESCRIPTION Date APPROVED
1.260 [32.00] .748 [19.00]
.945 [24.00] .374 [9.50] TYP
.256 [6.50] TYP
2@ . —*-
1.339 [34.00]
—{ [=—.157 [4.00]
.814 [20.7]
TYP
—.630 [16.00] (3) TYPE N FEMALE
NATERIAL MICROWAVE COMMUNICATIONS LABORATOREES INC. | - N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-6254 FAX: (727) 381—6116 SHEET:
hhtp://WWW.MCLL.COM N/A
UNLESS OTHERWISE SPECIFIED; [PRAWING TITLE:
TOLERANCES
IN (NCHES) OR [mm] }MILIJMEIERS) COAXIAL CIRCULATOR
ONS: + 1/64
DECIMALS: i/gj 1.005 ([PART No.
ANGLE: 11
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