.315 [8.00]

SPECIFICATIONS

Frequency Range:
Isolation:

Insertion loss:

VSWR:

Power:

Operating Temperature:

2.4-2.5 GHz

20dB Typ.

0.50 dB Max.

1.35:1 Max.

50W Avg, 250W Peak
-30°"C TO +70°C

REVISIONS
ZONE | REV | DESCRIPTION Date APPROVED
1.614 [41.00]
.984 [25.00] —.787 [20.00] |—
|
| .256 [6.50]
’a o2 {l—
uf/_& 1.654 [42.00]
4{7,«
%
%
3 &
.375 [9.53]
TYP
.394 [10.00]
.807 [20.50] P
MATERIAL:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 3446254 FAX: (727) 381-6116 SHEET:
hhp: MCLLCOM N/A
UNLESS OTHERWISE SPECIFIED; [DRAWING TmLE:
TOLERANCES
FRACTIONS: + 1/64
DECIMALS: .01 £.005 [PART NoO.
o - MOLE: 177 CS-164
Paiboon Luekhamhan 09-29-2011
CAGE CODE: [SiZE: REV: [OWG No.
APPROVED: DATE: A |_ N/A 85899
T. Nguyen 09-29-2011 0D2L5 DO NOT SCALE THE DRAWING
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