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SPECIFICATIONS

890—-950 MHz
1.25:1 Max.
200 Watts
0.30dB Max.
20dB Min.
-30°C to +70°C

Frequency Range:
VSWR:

Average Power:
Insertion Loss:
Isolation:

Operating Temperature:

REVISIONS
ZONE REV DESCRIPTION Date APPROVED
1.024 [26.00]
:3_
2 At -
H 1.575 [40.00]
)
ot
Ox %
St
%,
$ | .750 [19.06]
D REF
.512 [13.00]
531 [13.50] ~p
UATERAL: MICROWAVE COMMUNICATIONS LABORATORIES INC. SoAE N/A
M C LI 27) oyl aat A (727I);U§§1 e
Pt AW MEL CoM N/A
UNLESS m&s SPECIIED: | PRAWNG TLE:
IN (NCHES) OR [mm] }uu_uums COAXIAL CIRCULATOR
FRACTIONS: £ 1/64
DECMALS: +.01 +.005 [PART M.
- e e 1/ CS-184/NF
Paiboon Luekhamhan 02-10-2012 % — |_ —
— — ABORATIRES A COMANCATNS CAGE CODE: SIZE: A REV: N/A DWG NO.
T. Nguyen 10-06-2011 @ _E_ 0D2L5 00 NOT SCALE. THE. DRANING 85998

*




