REVISIONS
ZONE REV DESCRIPTION Date APPROVED
.250 [6.35] 3
s S & 1.350 [34.29]
8
l I
$ (}{} .350 [8.89]
m% TYP
FJ1 42 —
e}
1.550 [39.37 +
1.750 [44.45] v ] = +sv ] b? 6,‘1‘7
= ono ano =1 q’_\s‘ %
=] = Y
A
D & i
&
.800 [20.32 .275 [6.99
500 [12.70] N — TE(P ] T\FP ]
g
m:‘cp
SPECIFICATIONS W
Frequency Range: 2—8 GHz
Switch Type: SP1T
Isolation: 55dB min
Insertion Loss: 2.2dB max
VSWR: 1.60:1 Max.
Input Power: 200mW (23dBm) T
Switching Time: 100 (nSec) MICROWAVE. COMMUNICATIONS LABORATORIES INC. N/A
Driver: Schottkey TTL MCLI 27) 34426254 FAX: (727) 381-6116 SHEET:
Voltage/Current Required: £5 Vdc @ 30 mA, Typical hh‘P /WWW.MCLL.COM N/A
Individual TTL Control Logic: Logic "0” E—O.SV to +O.8Vg = ON UNLESS OTHERWISE SPECIFIED; [PRAWING TITLEX
Logic "1” (+2.0V to +5.0V) = OFF TOLERANCES
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