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DC BIAS (STANDARD)

+5V 0.5V @ 120mA Max.
—15vV £3v @ 50 mA Max.

CONTROL
TIL O = Low Loss
TIL 1 = Isolation

E1 Controls J2 ™ J1
E2 Controls J3 " J1
E3 Controls J4 " J1
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SPECIFICATIONS

FREQUENCY RANGE: 5.8—6.45GHz
INSERTION LOSS:
ISOLATION:

VSWR:

RF POWER, OPERATING:
SWITCHING SPEED:

75dB Min
1.60:1 Max.
0.5W Cw
100nSEC Max.

1.4dB Max. (1.3dB Max. REFLECTIVE)
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MATERIAL:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-6254 FAX: (727) 381-6116 SHEET:
hhtp: . MCLI.COM N/A
UNLESS OTHERWISE SPECIFIED; |DRAWING TILE:
TOLERANCES
IN (NCHES) OR [mm] (ILLMETERS SP3T, PIN DIODE SWITCHES
FRACTIONS: 1 1}64
DECIMALS: i/.02 1,008 [PART NO.
ANGLE: +1/2
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