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REVISIONS
SPECIFICATIONS ZONE REV DESCRIPTION Date APPROVED
FREQUENCY RANGE: 2—4 GHz
INSERTION LOSS: 1.30dB Max. (1.20dB Max. REF) |le——1.500 [38.10]——
ISOLATION: 60dB Min.
VSWR: 1.70:1 Max.
INPUT POWER mW/dBm: 200/23
SWITCHING TIME: 100 nSEC 750 [19.05] .
SWITCH TYPE: SP3T VP —1.750 [19.05] |—
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DRIVER SCHOTTKY TTL
VOLTAGE / CURRENT REQUIRED:
+5 Vdc ® +70 mA, Typical
—5 Vdc @ —50 mA, Typical
INDIVIDUAL TTL CONTROL LOGIC: —
LoGIC "o” E—O.BV to +0.8V)=0ON MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
LOGIC ™ +2.0V to +5.0V)=0FF 7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-6254 FAX: (727) 381-6116 'SHEET:
TTL Control logic fnte: oL co N/ A
UNLESS OTHERWISE SPECIFIED; [PRAWING TITLE:
J2 U3 IN-1 IN—J2 IN—J3 TOLERANCES
IN (NCHES) OR [mm] }MILIJME[ERS PIN DIODE SWITCHES
1 1 INSERTION LOSS ISOLATION ISOLATION FRACTIONS: + 1/64
DECIMALS: +.01 1,005 |PART No.
0 1  ISOLATION INSERTION LOSS ISOLATION AN D3—7
DRAWN: DATE: -
1 0  ISOLATION ISOLATION INSERTION LOSS Paiboon Luekhamhan 01-06-2014
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