REVISIONS

FREQUENCY INSERTION VSWR ISOLATION SWITCHING INPUT ZONE REV DESCRIPTION DATE APPROVED

RANGE LOSS SPEED POWER

(GHz) (dB Max) (Max) (dB Min) (nsec Max) (W CW)

2X 8.100 [#25.4] THRU
2.0-180 3.7 2.00:1 65 100 0.5 ON #1.470 BOLT PATTERN
5X TYPE SMA FEMALE
PER MIL-C-39012
1.500 [38.10] 1
750 [19.05]
TYP
7X ¢.020 X .150 LENGTH
SOLDER PIN
/\.150 [3.81] TYP
e 1.500 [38.10] ——
.330 [8.38] TYP | 150 [3.81] TYP
Control logic 250 [6.35] TYP
.075 [1.905] T .600 [15.24]

E1 CONTROL J2-J1 TYP L

E2 CONTROL J3-J1 -450 [11'43] TP

E3 CONTROL J4-J1

E4 CONTROL J5-d1 NATERIAL: MICROWAVE COMMUNICATIONS LABORATORIES INC, | o N/A

7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-6254 FAX: (727) 3816116 SHEET:
hhtp://WWW.MCLI.COM N/A
UNLESS OTHERWISE SPECIFIED; |DRAWING TITLE:
DC Bias: +5V .5V @ 160mA max. TOLERANCES
DC Bias: +5V +.5V @ 200mA max. i A S
(5 option) =5V £.5V @ 60mA max. ANGLE: 1/ D4—9 /ABS
Control: ~ TTL O=Low Loss DRAWN: DATE: L —
TTL 1=lIsolation Paiboon Luekhamhan 06-26-2007 %ﬁ{lﬁ RO COMMOTNS CAGE CODE: SIZE: REV: WG NO.
APPROVED: DATE: e N/A
T. Nguyen om0 | )y = 0D2L5 DO NOT SCALE THE DRAWNG 82843
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