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1.375
[34.93]

1.175 [29.85]

Frequency Available From:
Standard Isolation:

RF Impedance:

RF Power:

Switching Speed:

Operating Temperature from:
Environmental:

DC Power Requirements:
Other connectors:

Logic is TTL "0” when "On” and "1"

Standard Speed is 2 microseconds

All models are provided without Drivers

Driver Option add suffix /D

* Custom Design For Higher Isolation Available

** Reflective: VSWR means "ON” Input and Output Position.

2X 6.104 [42.64] THRU

15X SOLDERING PIN

MOUNTING SURFACE

Model Frequency Insertion Loss VSWR
Number Range ABS/REF
(GHz) (dB Max.) (Max.)
D6-1 .225-.400 1.40/1.30 1.90:1
D6—-2 0.5-1.0 1.30/1.20 1.85:1
D6—-3 0.5-2.0 1.40/1.30 1.85:1
8X SMA FEMALE 175 [4.45] TYP—~{ |- D6—4 0.5-2.5 1.50/1.40 1.85:1
D6-5 1.0-2.0 1.30/1.20 1.85:1
1.650 [41.91] |- D6—6  1.0-3.0 1.40/1.30  1.85:1
0.225 To 26.5 GHz D6-7  2.0—4.0 1.50/1.40 1.85:1
60dB D6—-9 2.0-18 3.40/3.30 2.50:1
50 Ohms .500 [12.70] TYP D6-10 3.625-4.25 1.40/1.30  1.85:1
D6—12 5.8—6.45 1.70/1.60 1.85:1
+20dBm D6—13 6.0—18 3.40/3.30  2.50:1
90% to 10% or 10% to 90% of RF. D6—-14 7.2—-B.5 2.40/2.30 2.10:1
Additional 50 nanoseconds of driver delay @ D6-15 8-12.4 2.40/2.30 2.10:1
D6—-16 12—-18 3.50/3.30 2.50:1
—55 to +85 C 750 [19.05] D6—17 14—145 3.40/3.30  2.50:1
Per MIL E-5400 o ‘ : D6—18 18-265  3.90/3.80  2.70:
+/— 5 Volts @ 70 mA 45V GND 5V '
Type N, BNC, TNC available
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