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SPECIFICATIONS P
FREQUENCY RANGE: 7.2-8.5 GHz 8X .498 [12.66] %k@
INSERTION LOSS: 2.6dB Max. (2.5dB Max. Reflective)
ISOLATION: 60dB Min. MATERIAL:
VSWR: 2.20:1 Mox. g S A g N/A
INPUT POWER: 200 mW (23 dBm) T R aan i P (727) 381-6116 SHEET: N/A
SWITCHING TIME: 100 nSEC S TR SPECEoRMme e
. TOLERANCES
Driver Schottky TTL IN (INCHES) OR [mm] (MILLIMETERS) SP8T PIN DIODE SWITCHES
Voltage/Current Required: FRACTIONS: + 1/64
+5 Vdc @ +120 mA, Typical DECIMALS: .01 +.005 [PART No.
-5 Vde @ -50 mA, Typical ANGLE: i1/2.
Higher speeds available. DRAWN: DATE: D8_1 4
Individual TTL Control Logic: Paiboon Luekhamhan 05-10-1996
”0” é—o.3v to +O.8V§ = ON CAGE CODE: [5%= N/A |ﬁv N/A [pwe we.
0” (+2.0V to +5.0v) = OFF APPROVED: DATE:
T. Nguyen 05-10-1986 0D2L5 DO NOT SCALE THE DRAWING 81065
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