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REVISIONS
ZONE REV DESCRIPTION Date APPROVED
9X TYPE SMA FEMALE
PER MIL—-39012 1.650 [41.91]
2X ¢.104 THRU
[34.93]
1.175 [29.84]
175 [4.45] YP | ]
1 .500 [12.70]
TTP 750 [19.05]
SPECIFICATIONS / f \
FREQUENCY RANGE: 1-18 GHz +5V GND —5V
INSERTION LOSS: 3.5dB Max. I —
ISOLATION: 55dB Min. MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
VSWR: 2.00:1 Mox. 155 5 85 K L P 0 e
INPUT POWER: 200 mW (23 dBm) hhtp: //WHW.MCLI.COM N/A
SWITCHING TIME: 100 nSEC UNLESS OTHERWISE SPECIFED; | PRAWING ThLE:
TOLERANCES
IN (INCHES) O [mm)] }MILIJME[ERS PIN DIODE SWITCHES
FRACTIONS: + 1/64
DECIMALS: £.01 +005  [PART NO-
ANGLE: $1/2
e - L D8—21
Paiboon Luekhamhan 08-31-2005
CAGE CODE: [SZE: REV: [OWE NoO.
s e v 7 WA 5357
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