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Frequency Range:
Phase Balance:
Insertion Loss:

Isolation:
Amplitude Balance:
VSWR:

+8.0°

+0.6dB

17—-22 GHz
Max.
1.4dB Max.
18dB Min.

1.50:1 Max.

REVISIONS
ZONE | REV DESCRIPTION DATE APPROVED
N
&
431 [10.95] o> .250 [6.35]
g
S
Q-
o
r/
W
578 [14.68] 1.720 [43.69]
o |
A
| m 571 [14.50]
862 [21.89] |-— .500 [12.70]
MATERIAL: SCALE:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-6254 FAX: (727) 381-6116 %ﬁ:
hhtp://WWW.MCLI.COM N/A
UNLESS OTHERWISE SPECFIED; |PrWe Tie:
TOLERANCES .
IN (NCHES) OR [mm] (MILLNETERS) 90" HYBRID
FRACTIONS: + 1/64
DECMALS: £01 £.005 [PART WG
ANGLE: +1/2
DRAWN: DATE: PROPREDARY NOTKE: / H B - 2 6
Paiboon Luekhamhan 11-27-2006 E.ﬁ&%% _—
ERMSSIN COMMUMCATIONS CAGE CODE: SIZE: REV: DWG NO.
= | ’ e 82710
T Nguyen s | @y =1 0D2L5 DO NOT SCALE THE DRAWNG




