.600 [15.24] TYPH

~ 2,500 [63.50]

i

5

51 [14.00]

!

REVISIONS
ZONE REV DESCRIPTION DATE APPROVED
750 [19.05] REF
1-300&33-02]_. TERMINATION 400 [10.16] TYP
SMA FEMALE

* T
.600 [15.24]
TYP
i 1.000 [25.40]
2X TYPE N FEMALE 2X 9.149 [#3.78] THRU '15°T$F3,-81] .800 [20.32]
SPECIFICATIONS
Frequency Range: 4—12 GHz
MATERIAL: SCALE:
Coupling: X+1.00dB - MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-6254 FAX: (727) 381-6116 SHEET:
Insertion Loss: 0.50dB Max. e/ /WHMLMCLLCOM N/A
UNLESS OTHERWISE SPECIFIED; |PRAWING TITLE:
- TOLERANCES
Frequency Sensitivity: +0.60 dB N (NCHES) OR [mm] }MILIJMEIERS HIGH POWER DIRECTIONAL COUPLER
FRACTIONS: + 1/64
VSWR: 1.30:1 Max. Rﬁgl'_‘EALsi 1i:/g1 $.005 [PART NO.
. . . DRAWN: DATE: PROPRETAR) .uw HC_1 1 _X
Directivity: 15dB Min. Paiboon Luekbamhan 16-17-1997 | S0 Yt B 1 G WS Ot o
%mﬂm CAGE CODE: SIZE: REV: N/A DWG NO.
Power Handling: 250 Watts CW APPROVED: DATE:
T. Nguyen 16-17-1987 @ —7 0D2L5 20 NOT SCALE THE ORANIG 80565

N
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