REVISIONS
ZONE REV DESCRIPTION DATE APPROVED
3.000 [76.20]
.600 [15.24] | .400 [10.16]
P 1.800 [45.72] TYP P
~.100 [2.54]
TYP
1 1
= 1 }
&
.600 [15.24]
4}:‘: TYP
TYP 4{‘:
oD
% ,
He—cz—ﬁ” ' <
%
L 3 s
A\ b4
W YE\M}\ * '%Z/
*7
o ° 5 Yo
100 [2.54] 2.800 [71.12] /éu’
P — TYP _— '/?7 .800 [20.32]
%
"
SPECIFICATIONS
MATERIAL:
Frequency Range: 4—12 GHz MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-8254 FAX: (727) 381-6118 SHEET:
Directivity: 15dB Min. hhtp://WWW.MCLI.COM N/A
- |DRAWING TITLE:
Frequency Sensitivity: +0.8dB UNLESS %.‘!HL&.:AMN&ESSPECIHED'
. N (INCHES) OR [mm] }MH_UME[ERS HlGH POWER DUAL DlRECTlONAL COUPLER
Power Handling: 200 Watts CW FRACTIONS: + 1/64
DECIMALS: +.01 $+.005 |PART NO.
VSWR: 1.35:1 Max. ANGLE: +1/2 HD-11-X
DRAWN: DATE: EROPREDRY NAE:
Insertion Loss: 0.50dB Max. Paiboon Luekhamhan 11-16-1987 | 4D SALIOT (b o o Wt ety
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