_’

REVISIONS
ZONE |REV | DESCRIPTION | Date | APPROVED
-~ 2500 [63.50] -75°R[E1F9-05] .800 [20.32]
L 1.300 [33.02] | 400 [10.16]
600 [15.24] TYP L2 L
100 [2.54] [ i ]
w L
& © f
600 [15.24]
TYP
1.000 [25.40] L NI | 1
L2 1.200 [30.48]
S, , , &y
W 2X TYPE N FEMALE
i
i
Ll
2X SMA FEMALE 4X 8.125 [#3.81] THRU

TYP

TYP

SPECIFICATION:

Frequency Range:
Coupling:

Directivity:

Frequency Sensitivity:
Power Handling:
VSWR:

Insertion Loss:

1-2 GHz
30dB (+1.0dB)
18dB Min.
+0.75dB

600 Watts CW
1.20:1 Max.

0.40dB Max.

MATERIAL:

hhtp:/ /WWW.MCLI.COM

SCALE:
MICROWAVE COMMUNICA'I10NS LABORATORIES INC. N/A
N. SAINT PETERSBURG, FL 33710
TEI_ 727) 344—6254 FAX: (727) 3816116 SHEET: N /A

UNLESS OTHERWISE. SPECITIED:
TOLERANCES
IN (NCHES) OR [mm)] }MILIJMEIERS
ONS:  1/64

DRAWING TITLE:

HIGH POWER DUAL DIRECTIONAL COUPLER

DECIMALS: 1.01 +.005
ANGLE: $1/2

DRAWN:
Paiboon Luekhamhan

BATE: RS O
11-16-1997 mﬂﬁm Ot WATEX
Fl. W COMMUNICATIONS

APPROVED:
T. Nguyen

DATE:
11-16-1997
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PART NO.

HD-2-30

CAGE CODE:

[SiZE: |_Ev- DWG NO.

0D2L5
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