.720 [18.29]

2.700 [68.58]

o

.390 [9.91]

SPECIFICATIONS

FREQUENCY RANGE:
COUPLING:
FLATNESS:

INSERTION LOSS:
DIRECTIVITY:
VSWR:

POWER:

100—-1000 MHz

20+0.5dB Nom.

+1.0dB Max.
0.20dB Max.
20dB Min.
1.20:1 Max.
200W CW

2.090

[53.09]
P

REVISIONS
ZONE |REV | DESCRIPTION Date APPROVED
5.000 [127.00]
4.000 [101.60] 500 [12.70]
TYP YP
Fany
{} A 4 OUT ]

1.700 [43.18]
P

.500 [12.70]
TYP
%,
ot
O 6,
% DS
U
Qo
\ -eo\o
.690 [17.53] 3.620 [91.95] Ds
MATERIAL: SCALE:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
M C LI TEL: (727) 344-6254 FAX: (727) 381-6116 SHEET:
hhtp:/ /WWW.MCLI.COM N/A

UNLESS OTHERWISE  SPECIFIED:
TOLERANCES

IN (INCHES) OR [mm] (MILLIMETERS)
FRACTIONS: £ 1/64
DECIMALS: +.01 +.005
ANGLE: +1/7
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