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SPECIFICATIONS

FREQUENCY RANGE:
COUPLING:
FLATNESS:

INSERTION LOSS:
DIRECTIVITY:
VSWR:

POWER:

200—-2000 MHz
20dB Nom.
+1.2dB Max.
0.25dB Max.
18dB Min.
1.25:1 Max.
200W CwW

REVISIONS
ZONE |REV | DESCRIPTION Date APPROVED
4.000 [101.60] ——
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€, 3.000 [76.20] 500 [12.70]
N TYP TYP
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MATERIAL: SCALE:

MICROWAVE CUMMUNlCATlONS LABORATORIES INC. N/A

7255 30TH AVE. N. SAINT FETERSBURG FL 33710

hhtp: MCLLCOM N/A

UNLESS OTHERWISE SPECIFIED:

FRACTIONS: + 1/64
DECIMALS: .01 +.005
ANGLE: 11/2

TOLERANCES
IN (INCHES) OR [mm] }MILIJMEIERS

DRAWING TITLE:

HIGH POWER DUAL DIRECTIONAL COUPLER

DRAWN:

APPROVED:

DATE:

Paiboon Luekhamhan 05-21-2008
DATE:

T. Nguyen 05-21-2008

HDL-41-20
CAGE CODE: [SizE: N/A |Ev: N/A TOWG No.
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