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SPECIFICATIONS

FREQUENCY RANGE:
COUPLING:
FLATNESS:

INSERTION LOSS:
DIRECTIVITY:
VSWR (ML):

POWER:

126—128 MHz
50+1.0dB Max.
+0.30dB Max.
0.15dB Max.
25dB Min.
1.15:1 Max.
400W CW

750 [19.

~—2.250 [57.15]—

05]

)

H }
Eg LW — 316‘51]1.090 [27.69]

P L TYP
| f
3.000 [76.20]
WATERIAL: SCALE:
MICROWAVE GOMMUNICATIONS LABORATORIES INC. N/A
SAINT PETERSBURG, FL 33710
M C LI 727) 344—6254 FAX: (727) 381-6116 ’:EEI’:
hhtp //WWW.MCLL.COM N/A
UNLESS OTHERWISE SPECIFIED; |DRAWING TIm.E:
N (NCHES) mm[amumm] }mwums 4-PORT DUAL DIRECTIONAL COUPLER
FRACTIONS: + 1/64
WO a7 |
DRAWN: DATE: | PROPREDARY NOICE: HDL_67_504
Paiboon 05-23-2024 %‘%‘:ﬂ“mﬁm —
: - Do B (i COMMUNIATIONS CAGE CODE: SIZE: N/A |Ev: N/A DWG NO.
T. Nguyen 06-23-2024 @ —1 0D2L5 00 NOT SCALE TE DRANING 87194




