1.142

.709 [18.00]

.354 [9.00] TYP

[29.00]

REVISIONS
ZONE |REV | DESCRIPTION Date APPROVED
. .984 [25.00] .375 [9.53]
118 [3.00]—=] =748 [19.00]—=
[}
.256 [6.50] TYP
e 2 & il
2X TYPE SMA FEMALE
(2) THD M2 X .150 DEEP
THIS SIDE AND THE FAR SIDE | ‘
‘@1+'é' 177 [4.50]
!
1492 [12.50] 1W TERMINATION
FREQUENCY RANGE -30°C TO +70°C POWER
ISOLATION [ INSERTION | V.S.W.R. PEAK AVG
LOSS POWER POWER
(GHz) (dB Min.) | (dB Max.) | (Max.) (Watt) (Watt)
4 to 8 18 0.50 1.35 100 10
MATERIAL: SCALE:
MICROWAVE. COMMUNICATIONS. LABORATORIES INC. N/A
N. SAINT PETERSBURG, FL 33710
MCLI 7w 727) ol e A (727) 381-6116 SHEET:
hhtp:/ /WWW_MCL.COM N/A
UNLESS OTHERWISE SPECIFIED; [PRAWING TILE:
TOLERANCES
IN (NCHES) OR [mm] }MILIJMEIERS COAXIAL ISOLATOR
ONS: 1 1/64
DEClMALS +.01 £.005 |PART No.
ANGLE: s
DATE: PR 21/ 1IS-19-1
. THE INFORMATION IN THIS DRAWNG IS PROPRIEIARY
Paiboon Luekhamhan 07-15-2008 mm%mﬁ DISCLOSED WTHOUT WARTTEN —
mmm = COMMNCAONS CAGE CODE: SIZE: N/A |Ev: DWG NO.
APPROVED: DATE:
T. Nguyen 07-15-2008 .@. _E 0D2L5 D0 NOT SCALE THE DRAMING 83769
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