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SPECIFICATIONS

Frequency Range:
Isolation:
Insertion loss:
VSWR:

Power Handling:
Forwards:

0.495-0.505 GHz
20dB Min.
0.50dB Max.
1.30:1 Max.

20W CW

S5W Reverse

REVISIONS
ZONE | REV | DESCRIPTION Date APPROVED
1.890 [48.00]
l——1.575 [40.00] — 1.024 [26.00] |=—
71} 1 2
e_),_ 2.008 [51.00]
%
%%
(S
I
1 .260 [6.60]
~0
.945 [24.00] /1«( .512 [13.00]
feo) TYP
2]
MATERIAL:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344-6254 FAX: (727) 381-6116 SHEET:
hhtp: MCLLCOM N/A
UNLESS OTHERWISE SPECIFIED; [PRAWING TmLE:
TOLERANCES
IN (NCHES) OR [mer] (LLINETERS, COAXIAL ISOLATOR
FRACTIONS:
DECIMALS: i/.01 1.005 [PART No.
ANGLE: +1/2
R o IS—329
Paiboon Luekhamhan 01-22-2010
CAGE CODE: [SZE: REV: [OWE NoO.
e e L
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