ELECTRICAL SPECIFICATION

FREQUENCY RANGE:
12.40 to 18.0 GHz

INSERTION LOSS (dB MAX.)

ISOLATION (dB MIN.)

VSWR (MAX.)

REVISIONS
ZONE REV DESCRIPTION DATE APPROVED
0.60
19
1.30:1
512 [13.00]ﬂ 512 [13.00] {375 [9.53]
f A 256 [6.50] TYP i
.630 [16.00] @ 2
l 1)  E— :
’ i
TYPE SMA MALE TYPE SMA FEMALE
INPUT PORT OUTPUT PORT
LOAD .187 [4.70] TALL . 256 [6.50] TYP 508 [12.90]

MATERIAL: SCALE:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344—6254 FAX: (727) 381-6116 SHEET:
hhtp://WWW.MCLI.COM N/A
UNLESS OTHERWISE SPECIFIED; |DRAWING TITLE:
TOLERANCES
IN (INCHES) OR [mm] (MILLMETERS COAXIAL ISOLATOR
FRACTIONS: £ 1/64
DECIMALS: $.02 £.010  [PART No.
ANGLE: +1/2°
DRAWN: DATE: PROPRETARY NOTKE: / |S_34/SM|
Paiboon Luekhamhan 08-21-2008 Wmmﬁﬁmﬁm
%mﬂﬁm CAGE CODE: SIZE: A REV: A DWG NO.
"APPROVED: DATE:
T. Nguyen 08-21-2008 @ _E_ 0D2L5 00 NOT SCAE THE DRANING 83854
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