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SPECIFICATIONS

Frequency Range:
Isolation:

Insertion loss:

VSWR:

Operating Temperature:
Forward Power:
Reverse Power:

8—12 GHz
19dB Min.
0.60dB Max.
1.25:1 Max.
-50°C to +85°C
20 Watts Max.
10 Watts Max.

REVISIONS
ZONE REV DESCRIPTION Date APPROVED
.630 [16.00]
.394 [10.00] .669 [17.00]
] .256 [6.50] TYP
2N 1 .827 [21.00]
0@ ‘Hetjé' 185 [4.70]
% o f
<<:S‘ 29}
o)
’y
0 .335 [8.50]
TYP
MATERIAL: SCALE:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. _N SAINT PETERSBURG, FL 33710 -
TEL: (727) 344-6254 FAX: (727) 381-6116 SHEET:
hhp: MCLLCOM N/A
UNLESS OTHERWISE SPECIIED; | PRAVING TLE:
TOLERANCES
N (INCHES) OR [mm)] }MILIJMEIERS COAXIAL ISOLATOR
FRACTIONS: + 1/64
DECMALS: +01 £.005 [PART o:
o o o — S-58-10
Paiboon Luekhamhan 10-07-2014
CAGE CODE: [SiZE: REV: [OWE NoO.
APPROVED: DATE: N/A |_ N/A
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