REVISIONS
HOLE OPTION ZONE REV DESCRIPTION DATE APPROVED
4-40UNC-2B .170 DEEP
6—32UNC—2B THROUGH HOLE 1.630 [41.40]
8-32UNC—2B THROUGH HOLE
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SPECIFICATIONS MATERIAL MICROWAVE O(JMMUNICAﬂONS LABORATORIES INC. N/A
MC LI g 727) 3446350 FAK: (727')’“3“{?1 Joite ° [
FREQUENCY RANGE: 9—10 GHz RNy N/A
EIA DESIGN (1-2): WR90 UNLESS THERWSE SPECITIED: _[PRAWNG TE:
VSWR: 1.18:1 Mox. TOLERAICES WR90 WAVEGUIDE ISOLATOR
INSERTION LOSS: 0.20dB Max. N (S 8“,&’“;“]1}'&”%
ISOLATION: 22dB Max. DECIMALS: .01 £.005 [PART No.
x ANGLE: +1/7 ISW—24
POWER: 5W, 500W Peak DRAWN: DATE: -
.2y . Paiboon Luekhamhan 02-15-2011
OPERATING TEMPERATURE: —30°C to +70°C A GO0E o = ST
APPROVED: DATE: A |_ N/A
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