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SPECIFICATIONS

o

500—-1000 MHz
3dB Typ.

20dB Min.
1.30:1 Max.
1.6dB Max.
+0.4dB Max.
+4 Deg. Max.

1 Watt Max.
—40°C to +85°C

Frequency Range:
Coupling:

Isolation:

VSWR:

Insertion Loss:
Amplitude Balance:
Phase Balance:
Average Power:

Operational Temperature:

REVISIONS
ZONE | REV DESCRIPTION DATE APPROVED
& [0.53]
375 [9.53
625 [15.88] & A
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IN
o 180" 1.250 [31.75]
625 [15.88]
P
.
D |
| 1.000 [25.40]—| |—.125 [3.18] —| 750 [19.05] |-
- 1.250 [31.75]—
MATERIAL:
MICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
TEL: (727) 344—8254 FAX: (727) 381-6116 SHEET:
hhtp://WWW.MCLI.COM N/A
INLESS OTHERWSE SPECIID: [P TiE
TOLERAVCES
IN (NCHES) OR [rmm] (MLLINETERS) HYBRIDS
FRACTIONS: + 1,64
DECMALS: £01 +005  [PART G
ANGLE: +1/7
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