REVISIONS
ZONE |nav | DESCRIFTION | DATE APPROVED
MECHANICAL
CONTACT: BREAK BEFORE MAKE SPECIFICATION:
ACTUATOR: LATCHING
SWITCHING SPEED: 20 mSEC MAX FREQUENCY RANGE (GHz): DC-2.4
ELECTRICAL VSWR (Max.): 1.25:1
ACTUATOR VOLTAGE: 28.0 Vdc (22.0—32.0 VdC) INSERTION LOSS (dE): 0.25
ACTUATOR CURRENT: 0.600 A MAX @ 28.0 Vdc
POWER HANDLING: 200 WCW @ 1.0 GHz ISOLATION (dB): 80
ENVIRONMENTAL IMPEDANCE: 50 OHMS
OPERATING TEMP: —54°C to +90°C
SINE VIBRATION: 30 G'S rms 2.450
LIFE : 1,000,000 CYCLES
RANDOM VIBRATION: 20 G'S rms
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ET & RESET CIRCUITRY

8X SMA ERMINAﬂON/

EQUALLY SPACED ON #2.090 B.C.

9X TYPE SMA FEAMLE
PER MIL-C-39012
(8) EQUALLY SPACED ON #1.294 B.C.
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NICROWAVE COMMUNICATIONS LABORATORIES INC. N/A
7ﬂ5 30TH AVE. N. SANT PETERSBURG, FL 33710
nRu“""“ Fix: (727) 381-et1ie == N/A

ELECTROMECHANICAL SWITCHES
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