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13.00 MAX.

REVISIONS

ZONE

REV

DESCRIPTION Date APPROVED ECN#

MATERIALS

HOUSING
CONNECTOR

HEAT SPREADER
SUBSTRATE
RESISTIVE ELEMENT

ALUMINUM, BLACK ANODIZE
TYPE N FEMALE

COPPER

BERYLLIUM OXIDE

THICK FILM

[*—2.00—

15.00 MAX.

SPECIFICATIONS

FREQUENCY RANGE 500 MHz

VSWR 1.10:1 MAX.
POWER 2000 WATTS
COOLING CONVECTION FAN COOLED

AMBIENT TEMP. 40°C MAX.
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7255 30TH AVE. N. SAINT PETERSBURG, FL 33710
M C LI TEL: }727 344-6254 FAX: (727) 381-6116 SHEET:
hhtp: | MCLL.COM N/A
UNLESS OTHERWISE SPECIFIED; |DRAWING TITLE:
N () O “[m‘ﬁﬁs}mmms 2000 WATTS TERMINATION
FRACTIONS: £ 1/64
DECIMALS: i.0.1 1,005 [PART No.
= = MR /2 PCT-2000-NF (ENCLOSED ASSEMBLY)
Paiboon Luekhamhan 03-08-2005
O T CAGE CODE: SIZE: N/A REV: N/A DWG NO.
T. Nguyen 0-08-2005 0D2L5 DO NOT SCALE THE DRAWING 82315

F N




	PCT-2000-NF
	Model


