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SPECIFICATIONS
. _ MATERIAL: SCALE:
Frequency an‘ge: 1-3000 MHz - M CLI ?é%go:;?ﬁ 5?,?“5:5?&3:5“?%535?% 11%%.10 ' N/A
Isolation: 18dB Typ. & 13dB Min. T e oy Fax: (727) 381~ SHEET: N/A
VSWR In/Out: 1.80:1/1.40:1 Typ. TNIESS OTHERWIE SPECIED, PG i
I tion Loss: 0.6dB Typ. & 1.0dB Max. TOLERANCES -
‘nser ion Loss yp ax IN (INCHES) OR [mm] (MLUMETERS 2-WAY LUMPED ELEMENT POWER DIVIDER
Amplitude Balance: 0.1dB Typ. & 0.4dB Max. FRACTIONS: £ 1/64
Phase Balance: 0.3 Deg. Typ. & 2 Deg. Max. gﬁglh_né\LSﬂi/gz S
Operating Temp. Range: —40°C to +85°C o e e PL2-26
perating femp onge‘ ° Paiboon Luekhamhan 08-04-2011 [ Sy N e U o o whout vy
Power: 1W Max. 'ﬂm"gwﬁ CAGE CODE: SIZE: REV: JOWG No.
Impedance: 50 Ohms APPROVED: DATE: |_ A 84265
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