095 [2.41]
P

| —

1.929 [49.00]

1.267 [32.17]
TYP

633 [16.09]

l

©

SPECIFICATIONS

Frequency Range:
Insertion Loss:
Isolation:

VSWR:

Forward Power (CW):
Amplitude Balance:
Phase Balance:
Impedance:

20—1000 MHz
1.0dB Max.
20dB Min.
1.30:1 Max.
0.5 Watt Max.
+0.4 Max.
t3 Deg. Max.
50 Ohms

1.739 [44.17]

TYP

REVISIONS
ZONE |REV | DESCRIPTION Date APPROVED
@%‘y .669 [17.00]
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25
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551 [14.00] 1.457 [37.00]
P\
453 [11.50
2 [ ]
f
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MATERIAL: SCALE:
MICROWAVE COMMUNICAﬂONS LABORATORIES INC. N/A
INT PETERSBURG, FL 33710
M C LI TEL. } 27) 344—8254 FAX: (727) 381-8118 SHEET:
hhtp://WWW. N/A
UNLESS OTHERWISE SPECIFIED; [ ProwiNG TmE:
TOLERANCES
IN (INCHES) OR [mm] (MILLMETERS 2—-WAY POWER DIVIDER
FRACTIONS: £ 1/64
DECIMALS: +.01 £.005 ([PART No.
ANGLE: +1/2
S B m— ML - PL2—32
Paiboon Luekhamhan 03-06-2013 nzmmmn" i T — - _ N
APPROVED: DATE: N/A |_
T. Nguyen 03-06-2013 0D2L5 84534
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