A 4

REVISIONS

ZONE REV DESCRIPTION DATE APPROVED

170 [4.32]— |——1.640 [41.66]—

.820 [20.83]

730 [18.54]
TYP

|

1.460 [37.08]

N
/}/

lo
£
. )qy
%,
17

.k - .240 [6.10]

|

.200 [5.08] TYP

—

]
.400 [10.16]
i

1.980 [50.29]

SPECIFICATIONS

Frequency Range:
VSWR:

Amplitude Balance:
Phase Balance:
Insertion Loss:
Isolation:

Power Rating:
Operating Temperature:

8-18 GHz

1.60:1 Max.

+0.3dB Max.

+7 Deg. Max.

1.0dB Max.

16dB Min.

30 Watts (vswr@1.2)
—55'C to +85°C

MATERIAL:

MICROWAVE OOMMUNICsﬁIﬂONS LABORATORIES INC.

T PETERSBURG, FL 33710

N/A

7255 30TH AVE. N. SAIN
72

TEL: 3446254 FAX: (727) 381-6116 SHEET:

MCLI

hhtp: .MCLI.COM

N/A

UNLESS OTHERWISE SPECIFIED:
TOLERANCES

DECIMALS: +.02 +.008
ANGLE: +1/2

IN (INCHES) OR [mm] }MILIJMEI‘ERS
ONS: + 1/64
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